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SECTION 07541 
ADHERED 

THERMOPLASTIC MEMBRANE ROOFING 
 
  
 
ELIMINATE THIS IITEM 
 

B; 1; e 
 
Remove three courses of tile at sloped roof areas (4 sides on center roofs and 2 sides of 
the middle roof between the two flat areas) to allow for the removal of existing gutter and 
flashings.  The gutter and flashings will need to be removed in order to carry the new roof 
system under the installation under the existing sloped roof underlayment.  Reinstall all 
flashings, gutters, underlayment (tie-in to existing underlayment), and tile.  Replace all 
broken tiles with new to match existing.  
 

REPLACE WITH THE FOLLOWING 
 

B; 1; e 
 

 Terminate the Sarnafil roof membrane with term bar below the existing sheet metal 
counterflashing (below the tile roof gutter). Install new extension metal (refer to Detail 6, 
Page 103 in the 2014 NRCA Manual: Architectural Metal Flashings for example), with 4-
inch overlap over the Sarnafil membrane. Install the upper vertical flange under the existing 
counterflashing and secure with screws with neoprene washers at 12” o.c. 

 
ELIMINATE THIS IITEM 

 
B; 1; f 
 
Add Alternate:  Remove all tile from sloped roof areas (three areas), store for re-use, repair 
all damaged wood, install two layers of #30 new underlayment, and re-install tile. 

 
 

REPLACE WITH THE FOLLOWING 
 
B; 1; f 
 
Add Alternate:  Remove all tile from sloped roof areas (three areas), store for re-use, repair 
all damaged wood, install two layers of #30 new underlayment, and re-install tile. Paint 
window frames at all 12 square windows.  

 
ELIMINATE THIS IITEM 

 
B; 1; k 
 
Install new standing seam bonderized sheet metal coping along the top of the parapet wall.   
 

REPLACE WITH THE FOLLOWING 
 

B; 1; k 
 
Install new standing seam Kynar coated sheet metal coping (color to be approved by the 
City of Beverly Hills) along the top of the parapet wall.  The coping metal to completely 



cover the top of the parapet wall and have vertical flanges of 3.5 inches. A standing seam 
should occur every 6 to 8 feet.  

 
ADD THE FOLLOWING 
 

B; 1; m 
 
Replace all broken tiles with new to match existing. 
 

CHANGE THE FOLLOWING TO READ 
 

D; 1 
 
Provide separate cost per square foot on the Bid Proposal, for repair of any deteriorated 
or otherwise damaged plywood decking and deteriorated wood. The plywood should be 
exterior grade to match existing in type and thickness, and follow existing screw/nailing 
pattern. 
 

END OF ADDENDUM NO. 3 
	 

 
 
	


